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OASIS PREMIUM C1 series
professional pumps with automatic drain

EN - These professional high pressure pumps offer the best solution
for small and medium misting systems with flow rates ranging from 1
up to 6 liters/min. driven by single-phase motors.

High quality components like ceramic pistons, brass head, long
lasting professional seals, ensure reliability and a long lasting
operation.

Its automatic drain solenoid valve allows a perfect drain of the
pipeline and assures optimal anti-drip system performaces.

Premium Plus pumps are designed to build cheap misting systems
installations, with same performances and quality standards of a
heavy-duty professional high pressure pump.

TECHNICAL FEATURES

o professional high pressure pump

o operating pressure: 70 bar

o 3 ceramic pistons, brass head

o pressure regulating valve, built-in by pass,

o glycerine filled pressure gauge

o 2 in line mounted solenoid valves 230V-50Hz

o industrial electrical motor with thermal overload
230V 1450 RPM, 2.2 HP air cooled

o ON-OFF switch

o weather proof painted steel cover and frame

o antivibrating rubber feet

o noise level: 60 dB(A) (average)

o manvfactured in compliance with CE regulations
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QES: units supplied with QES low noise motors (Quiet Engine System) are
peculiarly preferred in resorts, swimming pools, bars, restaurants, hotels,
where noise may disturb your guests.

Premium C1 - 230V 50Hz or 60Hz - 1450 RPM
Pressmne Nozzles Portata |/min

psi 50Hz Hz 50Hz  60Hz 50Hz
IF307141 70 1000 8-12 10- 15 1 12 0.26
IF307142 70 1000 15-25 18-30 2 24 0.53
IF307143 70 1000 30-40 36-48 3 3.6 0.78
IF307144 70 1000 40-50 48-60 4 48 1.06
IF307145 70 1000 50-75 60-90 6 72 1.59
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Dimensions: . 400 w. 300 h. 270 mm
Weight: 20 Kg.
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Optional
Q"FILTERS

Optional

Filtro 5" - 8" Filter

Accessori consigliati

Recommended accessories

Optional
Timer giornaliero - Daily fimer

Output gpm
Portata g/min

0.32
0.64
095
127
190

Potenza

Ah (50Hz)

w
550
680
815
900
1250

2.8
3.1
3.7
4.1
5.7

RQES

Quiet Engine System
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